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18 PHAM HUNG, HA NOI 

 Ngày 25 tháng 06 năm 2009 
 Số thông báo: 019KT/09TB 

Nội dung: Thông tư MSC.1/Circ.1307 của IMO về Hướng dẫn kiểm tra và chứng 
nhận việc tuân thủ của tàu với yêu cầu truyền phát thông tin nhận biết 
và theo dõi tầm xa tàu biển (LRIT). 

Kính gửi:  Các Chủ tàu/ Công ty quản lý tàu  
Các Chi cục Đăng kiểm tàu biển 

Ngày 09 tháng 06 năm 2009, Uỷ ban An toàn Hàng hải (MSC) của Tổ chức 
Hàng hải quốc tế (IMO) đã ban hành Thông tư MSC.1/Circ.1307 về việc Hướng 
dẫn kiểm tra và chứng nhận việc tuân thủ của tàu với yêu cầu truyền phát thông tin 
nhận biết và theo dõi tầm xa tàu biển (LRIT). Thông tư này thay thế Thông tư 
MSC.1/Circ.1296. 

Chúng tôi xin gửi đến các Quý Cơ quan, kèm theo Thông báo kỹ thuật này, 
Thông tư MSC.1/Circ.1307 của IMO và đề nghị các Quý Cơ quan lưu ý áp dụng 
theo đúng quy định.  

Thông báo kỹ thuật này được nêu trong mục: Thông báo của VR/ Thông báo 
kỹ thuật TB của trang tin điện tử của Cục Đăng kiểm Việt Nam: 
http://www.vr.org.vn   

Nếu Quý cơ quan cần thêm thông tin về vấn đề nêu trên, đề nghị vui lòng 
liên hệ: 

Cục Đăng kiểm Việt Nam, Phòng Tàu biển 
Địa chỉ: 18 Phạm Hùng, Từ Liêm, Hà Nội 
Điện thoại: + 4 37684701 (số máy lẻ: 521) 
Fax: +4 37684722 
Thư điện tử: hainv@vr.org.vn 
Xin gửi đến các Quý Cơ quan lời chào trân trọng. 

TRƯỞNG PHÒNG TÀU BIỂN 
Nơi nhận: 
-Như trên 
-QP, CTB, CN, VRQC, MT 
-Lưu TB 

Nguyễn Vũ Hải 
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Table 4 
 

Shipborne equipment performance acceptance criteria and tolerances 
 
CTN Acceptance criteria Tolerances 
EL1 CSP acknowledgement received Maximum of 3 attempts separated 

by a minimum of 15 min 
1 Confirmed by shipowner declaration on testing 

registration form prior to testing including 
certificate type and reference number 

None 

2 Validated in conjunction with CTN 9 None 
3 Validated in conjunction with CTN 9 None 
4a Validated in conjunction with CTN 9 None 
4b Assumed compliant in accordance with standard 

IMO guidelines and regulations 
None 

5a Validated in conjunction with CTN 9 None 
5b Confirmed by ASP recognized by the 

Administration or approved to conduct 
conformance testing based upon the confirmed 
inclusion of MEM code 11 (in the case of 
Inmarsat-C) and in the case of alternate hardware 
the compliance of the received message structure 
with the equipment manufacturers published 
standard for a message containing the generated 
Date and Time stamp 

None 

5c Confirmed by ASP recognized by the 
Administration or approved to conduct 
conformance testing based upon the confirmed 
inclusion of MEM code 11 (in the case of 
Inmarsat-C) and in the case of alternate hardware 
the compliance of the received message structure 
with the equipment manufacturers published 
standard for a message containing the generated 
Date and Time stamp 

None 
 

6 Forms the subject of this test specification which 
will be if the results are satisfactory and a 
Statement of conformity is issued by the ASP 
conducting the test (and the subsequent issuance 
of a Certificate of compliance by the 
Administration) 

None 

7 CSP acknowledgement received and nil position 
reports received within 15 min 

Maximum of 3 attempts separated 
by a minimum of 15 min 

8 Confirmed by manufacturer or by validation of 
technical specification 

None 
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CTN Acceptance criteria Tolerances 
9a Confirmed subsequent to receipt of 48 consecutive 

transmissions of LRIT information transmitted 
at 15-min intervals 

3 attempts separated by a minimum 
of 15 min 
Acceptable results: a minimum 
of 40 out of 48 transmissions are 
received 
(>82% success rate) 

9b 
 

Confirmed subsequent to receipt of 12 consecutive 
transmissions of LRIT information transmitted 
at 60-min intervals 

3 attempts separated by a minimum 
of 15 min 
Acceptable results: a minimum 
of 10 out of the 12 transmissions are 
received 
(>82% success rate) 

9c Confirmed by ASP or manufacturer or by 
validation of technical specification 

None 

9d Confirmed by ASP or manufacturer of by 
validation of technical specification 

None 

9e Validated in conjunction with CTN 9a and 9b Satisfactory: a minimum of 50 out 
of 60 transmissions are received 
(>82% success rate) 

10 Confirmed subsequent to receipt of 1 polled 
transmission of LRIT information within 30 min 

3 attempts separated by a minimum 
of 15 min 
Satisfactory: a minimum 1 out 
of 1 transmissions are received 
(100% success rate) 

11 Confirmed by ASP or manufacturer of by 
validation of technical specification if internal 
GPS, or if external GPS confirmed by shipowner 
declaration on testing registration form prior to 
testing 

None 

12 Confirmed by shipowner declaration on testing 
registration form prior to testing 

None 

13 Confirmed by the ASP recognized by the 
Administration or approved to conduct 
conformance testing based upon confirmation that 
all communication links from the equipment – 
satellite – CSP – ASP are direct and secure with 
no third party ASP involvement 

None 

EL2 CSP acknowledgement or CSP declaration 
received 

3 attempts separated by a minimum 
of 15 min 
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4 Estimated duration of conformance testing 
 
4.1 Based upon the equipment requirements testing matrix, the test requirements, the 
procedures, the acceptance criteria and the acceptable tolerances detailed in this annex, the table 
set out below provides information on the estimated duration of the conformance testing: 
 

Table 5 
 

Estimated duration of conformance testing 
 
CTN Tolerances Maximum Duration 

 
EL1 3 attempts separated by a minimum of 15 min 45 min 
9a 3 attempts separated by a minimum of 15 min 

Acceptable results: a minimum of 40 out 48 
45 min 
720 min (12 h) 

9b 3 attempts separated by a minimum of 15 min 
Acceptable results: a minimum of 10 out of 12 

45 min 
720 min (12 h) 

10 3 attempts separated by a minimum of 15 min 45 min 
7 3 attempts separated by a minimum of 15 min 45 min + wait 90 min 

EL2 3 attempts separated by a minimum of 15 min 45 min 
 Total 30 h 
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Appendix 2 
 

Model of Conformance test report 
 
 

Conformance test report 
 

issued under the provisions of MSC.1/Circ.1307 on Guidance on the survey and certification of 
compliance of ships with the requirements to transmit LRIT information 

 
issued by ……………………. 

 
on behalf of the Government of ………………………. 

 
Name of ship:  

Port of registry:  

Distinctive number or letters:  

IMO Number:  

Maritime Mobile Service Identity:  

Gross tonnage:  

Sea areas in which the ship is certified to operate1:  

Sea areas for which this report is valid2:  

Application Service Provider conducting the test:  
 
 

THIS IS TO CERTIFY that the shipborne equipment designated to transmit 
LRIT information and specified below: 
 

.1 has been found to meet the requirement of the provision of regulations V/19-1.6 
and V/19-1.7 and of the Revised performance standards and functional 
requirements for the long-range identification and tracking of ships adopted by 
resolution MSC.263(84) and3: 

 
.1 is of a type approved by the Administration in 

accordance with the provisions of regulation V/19-1; 
 

 Yes   No 

.2 is of a type approved by the Administration in 
accordance with the provisions of regulation IV/14; 

 

 Yes   No 

.3 has been certified by the Administration as meeting the 
requirements of IEC 60945 (2002-08) and IEC 60945 
Corr.1 (2008-04) on Maritime navigation and 
radiocommunication equipment and systems – General 
requirements – Methods of testing and required test 
results; 

 Yes   No 
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.4 has been certified by the Administration as meeting the 
requirements of the provisions of regulation XI-2/6; and 
of resolution MSC.136(76) on Performance standards for 
a ship security alert system4/resolution MSC.147(77) on 
Adoption of the Revised performance standards for a 
ship security alert system5; 

 Yes   No 

 
.2 has undergone conformance testing in accordance with the procedures and 

provisions set out in MSC.1/Circ.1307, and has shown that it can operate within 
the tolerances of the acceptance criteria stated in the aforesaid circular. 

 
The conformance test was satisfactorily completed on  ........................................... 

(date of completion of testing) 
 
Details of the shipborne equipment used to transmit LRIT information (e.g., maker model, serial 
number and shipborne equipment identifier): 

 
 
 
 
 
 
 
Issued at ............................................ on ............................................................................... 

(place of issue) (date of issue) 
 
 

……………………………………..……………………….. 
(name and signature of authorized person issuing the report) 

 
 

______________ 
 
 
 
 
 
 
 
______________ 
 
1  Insert the sea areas specified in Radio related certificate (refer to paragraph 3.1.6 and to section 11 of this 

circular). 
2  Refer to paragraphs 5.2 to 5.2.2.  Insert the sea areas for which the conformance testing is valid.  For example,  

if the sea areas indicated on the Radio related certificate are A1, A2, A3 and A4 and the conformance test has 
been conducted using a communication system which provides coverage only for sea areas A1, A2 and A3, 
insert A1, A2 and A3. 

3  Indicate “Yes” against the option(s) which is/are applicable and “No” against the rest of the option(s). 
4  Delete as appropriate. 
5  Delete as appropriate. 
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