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CỤC ĐĂNG KIỂM VIỆT NAM - VIETNAM REGISTER 
 PHÒNG TÀU BIỂN 

SEA-GOING SHIP CLASSIFICATION AND REGISTRY DEPARTMENT 
ĐỊA CHỈ 
ADDRESS 
TEL: (84) 4 37684701  
FAX: (84) 4 37684722 
Web site: www.vr.org.vn 

THÔNG BÁO KỸ THUẬT- TECHNICAL INFORMATION 
 

 Ngày 22 tháng 12 năm 2009 
 Số thông báo: 044KT/09TB 

Nội dung: Trang bị Kế hoạch quản lý hợp chất hữu cơ dễ bay hơi (VOC) cho tàu chở 
dầu thô theo Quy định 156, Phụ lục I của Công ước MARPOL 73/78.  

Kính gửi:  Các Chủ tàu/ Công ty quản lý tàu  
Các Chi cục Đăng kiểm tàu biển 

Tại khóa họp thứ 58 (tháng 10 năm 2008), Uỷ ban Bảo vệ môi trường biển 
(MEPC) của Tổ chức Hàng hải quốc tế đã thông qua Nghị quyết MEPC.176(58) sửa 
đổi, bổ sung Phụ lục VI - “Các quy định về ngăn ngừa ô nhiễm không khí do tàu gây 
ra”. Quy định 15.6 của sửa đổi, bổ sung nói trên đưa ra yêu cầu về trang bị Kế hoạch 
quản lý hợp chất hữu cơ dễ bay hơi (Volatitle Organic Compound (VOC) 
Management Plan)  cho tàu chở dầu thô từ ngày 01 tháng 07 năm 2010 như sau: 

“6 Tàu chở dầu thô phải có trên tàu và phải thực hiện Kế hoạch quản lý VOC 
được Chính quyền Hàng hải phê duyệt. Kế hoạch như vậy phải được soạn thảo dựa 
trên các hướng dẫn do Tổ chức đưa ra. Kế hoạch phải cụ thể cho mỗi tàu và tối thiểu 
phải: 

.1 Đưa ra các quy trình bằng văn bản để làm giảm thiểu lượng phát thải VOC 
trong quá trình nhận hàng, tàu hành trình trên biển và trả hàng; 

.2 Xem xét lượng VOC tăng thêm được tạo ra do hoạt động rửa bằng dầu thô; 

.3 Nhận biết người chịu trách nhiệm thực hiện Kế hoạch; và 

.4 Đối với tàu hoạt động tuyến quốc tế, Kế hoạch phải được viết bằng ngôn 
ngữ làm việc của thuyền trưởng và các sỹ quan tàu; nếu ngôn ngữ làm việc của 
thuyền trưởng và các sỹ quan tàu không phải là tiếng Anh, Pháp, hoặc tiếng Tây Ba 
Nha, Kế hoạch phải bao gồm bản dịch ra một trong những ngôn ngữ này.” 

Kế hoạch quản lý VOC phải được soạn thảo phù hợp với các hướng dẫn được 
nêu trong Nghị quyết MEPC.185(59) ngày 17 tháng 07 năm 2009 về “Hướng dẫn 
soạn thảo Kế hoạch quản lý VOC” và Thông tư MEPC.1/Circ.680 nggày 27 tháng 07 
năm 2009 về “Thông tin kỹ thuật về các hệ thống và việc vận hành để hỗ trợ công tác 
soạn thảo Kế hoạch quản lý VOC”. 

18 PHAM HUNG, HA NOI 
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Liên quan đến vấn đề nêu trên, chúng tôi xin gửi kèm theo Thông báo kỹ thuật 
này Nghị quyết MEPC.185(59) ngày 17 tháng 07 năm 2009 và Thông tư 
MEPC.1/Circ.680 nggày 27 tháng 07 năm 2009, và đề nghị các Quý Cơ quan lưu ý 
việc trang bị Kế hoạch quản lý VOC cho các tàu thuộc phạm vi áp dụng theo đúng 
quy định. 

Thông báo kỹ thuật này được nêu trong mục: Thông báo/ Thông báo kỹ thuật 
TB của trang tin điện tử của Cục Đăng kiểm Việt Nam: http://www.vr.org.vn   

Nếu Quý cơ quan cần thêm thông tin về vấn đề nêu trên, đề nghị vui lòng liên hệ: 

Cục Đăng kiểm Việt Nam, Phòng Tàu biển 
Địa chỉ: 18 Phạm Hùng, Từ Liêm, Hà Nội 
Điện thoại: + 4 37684701 (số máy lẻ: 521) 
Fax: +4 37684722 
Thư điện tử: hainv@vr.org.vn 
Xin gửi đến các Quý Cơ quan lời chào trân trọng. 

TRƯỞNG PHÒNG TÀU BIỂN 
Nơi nhận: 
-Như trên 
-Phòng QP, CTB, CN, VRQC, MT 
-Lưu TB 

 

Nguyễn Vũ Hải 
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ANNEX 10 
 

RESOLUTION MEPC.185(59) 
Adopted on 17 July 2009 

 
GUIDELINES FOR THE DEVELOPMENT OF  

A VOC MANAGEMENT PLAN 
 
 
THE MARINE ENVIRONMENT PROTECTION COMMITTEE, 
 
 RECALLING Article 38(a) of the Convention on the International Maritime Organization 
concerning the functions of the Marine Environment Protection Committee conferred upon it by 
international conventions for the prevention and control of marine pollution, 
 
 NOTING that the revised MARPOL Annex VI was adopted by resolution MEPC.176(58) 
which is expected to enter into force on 1 July 2010, 
 

NOTING ALSO that regulation 15.6 of the revised Annex VI requires a tanker carrying 
crude oil to have onboard and implement a VOC management plan approved by the 
Administration, and that such a plan shall be prepared taking into account the guidelines 
developed by the Organization, 
 
 HAVING CONSIDERED the draft Guidelines for the development of a VOC management 
plan prepared by the Sub-Committee on Bulk Liquids and Gases at its thirteenth session, 
 
1. ADOPTS the Guidelines for the development of a VOC management plan, as set out in 
the Annex to this resolution; and 
 
2. INVITES Governments to apply the Guidelines from 1 July 2010. 
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ANNEX 

 
GUIDELINES FOR THE DEVELOPMENT OF  

A VOC MANAGEMENT PLAN 
 
 
1 Objectives 
 

.1 The purpose of the VOC management plan is to ensure that the operation of a 
tanker, to which regulation 15 of MARPOL Annex VI applies, prevents or 
minimizes VOC emissions to the extent possible. 

 
.2 Emissions of VOCs can be prevented or minimized by: 

 
.1 optimizing operational procedures to minimize the release of 

VOC emissions; and/or 
 
.2 using devices, equipment, or design changes to prevent or minimize 

VOC emissions. 
 

.3 To comply with this plan, the loading and carriage of cargoes which generate 
VOC emissions should be evaluated and procedures written to ensure that the 
operations of a ship follow best management practices for preventing or 
minimizing VOC emissions to the extent possible.  If devices, equipment, or 
design changes are implemented to prevent or minimize VOC emissions, they 
shall also be incorporated and described in the VOC management plan as 
appropriate. 

 
.4 While maintaining the safety of the ship, the VOC management plan should 

encourage and, as appropriate, set forth the following best management practices: 
 

.1 the loading procedures should take into account potential gas releases due 
to low pressure and, where possible, the routing of oil from crude oil 
manifolds into the tanks should be done so as to avoid or minimize 
excessive throttling and high flow velocity in pipes; 

 
.2 the ship should define a target operating pressure for the cargo tanks.  

This pressure should be as high as safely possible and the ship should aim 
to maintain tanks at this level during the loading and carriage of relevant 
cargo; 

 
.3 when venting to reduce tank pressure is required, the decrease in the 

pressure in the tanks should be as small as possible to maintain the tank 
pressure as high as possible; 

 
.4 the amount of inert gas added should be minimized.  Increasing tank 

pressure by adding inert gas does not prevent VOC release but it may 
increase venting and therefore increased VOC emissions; and 
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.5 when crude oil washing is considered, its effect on VOC emissions should 
be taken into account.  VOC emissions can be reduced by shortening the 
duration of the washing or by using a closed cycle crude oil washing 
programme. 

 
2 Additional considerations 
 

.1 A person in charge of carrying out the plan 
 

.1 A person shall be designated in the VOC management plan to be 
responsible for implementing the plan and that person may assign 
appropriate personnel to carry out the relevant tasks; 

 
.2 Procedures for preventing or minimizing VOC emissions 

 
.1 Ship-specific procedures should be written or modified to address relevant 

VOC emissions, such as the following operations: 
 

.1 Loading; 
 
.2 Carriage of relevant cargo; and 
 
.3 Crude oil washing; 

 
.2 If the ship is equipped with VOC reduction devices or equipment, the use 

of these devices or equipment should be incorporated into the above 
procedures as appropriate. 

 
.3 Training 

 
.1 The plan should describe the training programmes to facilitate best 

management practices for the ship to prevent or minimize VOC emissions. 
 
 

*** 




